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§1918.67

or meters, or degrees of boom angle,
depending on the system used) shall be
within the range between 97 percent
and 110 percent of the actual (true) ra-
dius. When radius is presented in de-
grees, and feet or meters are required
for necessary determinations, a conver-
sion chart shall be provided.

(viii) The load indicating device re-
quirements of this paragraph do not
apply to a crane:

(A) Of the trolley equipped bridge
type while handling containers known
to be and identified as empty, or load-
ed, and in either case according to the
provisions of §1918.85(b) of this part, or
while hoisting other lifts by means of a
lifting beam supplied by the crane
manufacturer for the purpose and in all
cases within the crane rating;

(B) While handling bulk commodities
or cargoes by means of clamshell buck-
et or magnet;

(C) While used to handle or hold
hoses in connection with transfer of
bulk liquids, or other hose-handled
products; or

(D) While the crane is used exclu-
sively to handle cargo or equipment
whose total actual gross weight is
marked on the unit or units hoisted,
and the total actual gross weight never
exceeds 11,200 1bs., and the load is less
than the rated capacity of the crane at
the maximum outreach possible at the
time.

(2) [Reserved]

[62 FR 40202, July 25, 1997, as amended at 65
FR 40945, June 30, 2000]

§1918.67 Notifying the ship’s officers
before using certain equipment.

(a) The employer shall notify the of-
ficer in charge of the vessel before
bringing aboard ship internal combus-
tion or electric powered tools, equip-
ment or vehicles.

(b) The employer shall also notify the
officer in charge of the vessel before
using the ship’s electric power for the
operation of any electric tools or
equipment.

§1918.68 Grounding.

The frames of portable electrical
equipment and tools, other than double
insulated tools and battery operated
tools, shall be grounded through a sep-

29 CFR Ch. XVII (7-1-13 Edition)

arate equipment conductor run with or
enclosing the circuit conductors.

§1918.69 Tools.

(a) General. Employers shall not issue
or permit the use of visibly unsafe
tools.

(b) Portable electric tools. (1) Portable
hand-held electric tools shall be
equipped with switches of a type that
must be manually held in a closed posi-
tion in order to operate the tool.

(2) All portable, power-driven cir-
cular saws shall be equipped with
guards above and below the base plate
or shoe. The upper guard shall cover
the saw to the depth of the teeth, ex-
cept for the minimum arc required to
permit the base to be tilted for bevel
cuts. The lower guard shall cover the
saw to the depth of the teeth, except
for the minimum arc required to allow
proper retraction and contact with the
work. When the tool is withdrawn from
the work, the lower guard shall auto-
matically and instantly return to the
covering position.

[62 FR 40202, July 25, 1997, as amended at 65
FR 40946, June 30, 2000]

§§1918.70-1918.80 [Reserved]

Subpart H—Handling Cargo

§1918.81 Slinging.

(a) Drafts shall be safely slung before
being hoisted. Loose dunnage or debris
hanging or protruding from loads shall
be removed.

(b) Cargo handling bridles, such as
pallet bridles, which are to remain at-
tached to the hoisting gear while hoist-
ing successive drafts, shall be attached
by shackles, or other positive means
shall be taken to prevent them from
being accidentally disengaged from the
cargo hook.

(c) Drafts of lumber, pipe, dunnage
and other pieces, the top layer of which
is not bound by the sling, shall be
slung in a way that prevents sliders.
Double slings shall be used on
unstrapped dunnage, unless, due to the
size of hatch or deep tank openings,
using them is impracticable.

(d) Case hooks shall be used only
with cases designed to be hoisted by
these hooks.
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